
tesa® Insect Stop Premium Aluminium
Lamella Door, Telescopic
Product Information

BNR 55298

Product Description
Insect protection can be beautiful and smart - and so easy. Thanks to the extendable aluminum profile and the strong
premium hook-and-loop tape, it can be installed without any drilling, sawing or clamping. Innovative extra: sliding slats
made of fiberglass and noise-damping plug-in weights provide reliable and seamless protection.

Caratteristiche
• Appealing design and clever functions: Insect screen curtain with movable slats and innovative plug-in weights - for

complete protection on balcony and patio doors
• Stable construction for high-quality protection against insects: Telescopic aluminum retaining bar, fibreglass slats and

noise-reducing weights
• Convenient telescopic function instead of inconvenient sawing: Extendable for individual dimensional adjustment for

door widths of 0.60 m - 0.95 m and for door heights up to 2.20 m
• Self-adhesive premium tape for easy installation: For easy, quick fixation without drilling and tools
• Ideal for rental flats: Leaves no drill holes to the building
• No manual opening and closing: Ideal for families with children as well as pet owners
• Adjustable curtain: The window protection can be extended to the desired width, comes with additional curtains
• Easy installation for everyone: Stick the retaining strip to the desired width - attach the slats, align evenly - attach to the

door frame with self-adhesive tape, followed the weights at the required height * Important: Suitable for roller shutters
with at least 2 cm distance to the frame

• Removable without a trace: The premium self-adhesive tape can be removed from aluminum, PVC and sufficiently
strong wooden frames without leaving any marks

• Easy to remove, whenever desired: The self-adhesive hook-and-loop tape allows the slatted door to be easily removed
at any time

• Environmentally-friendly: The packaging is plastic-free and recyclable in waste paper
• tesa's Fly Screen comes with a 5-year guarantee "

Application Fields
• Easy installation for everyone: Stick the retaining strip to the desired width - attach the slats, align evenly - attach to the

door frame with self-adhesive tape, followed the weights at the required height

Technical Information (average values)

The values in this section should be considered representative or typical only and should not be used for specification
purposes.

Product Construction
• Massa adesiva acrylic
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For latest information on this product please visit http://l.tesa.com/?cp=NaN

http://l.tesa.com/?cp=NaN
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Product Information

Proprietà/Valori di prestazione
• Campo di applicazione A casa
• Installation of products Via adhesive

tape / strips / liquid
application

• Materiale Alluminio
• Mesh 6.3 threads/cm

• Rimozione senza residui yes
• Riutilizzabile yes
• Tempo medio di installazione 0.3 hour(s)

Disclaimer

tesa® products prove their impressive quality day in, day out in demanding conditions and are regularly subjected to strict
controls. All information and recommendations are provided to the best of our knowledge on the basis of our practical
experience. Nevertheless tesa SE can make no warranties, express or implied, including, but not limited to any implied
warranty of merchantability or fitness for a particular purpose. Therefore, the user is responsible for determining whether
the tesa® product is fit for a particular purpose and suitable for the user’s method of application. If you are in any doubt, our
technical support staff will be glad to support you.
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