
tesa® 6032
Product Information

Strap-it hånddispenser til stroppetape

Produktbeskrivelse
tesa® 6032-hånddispenseren er en enkel enhet til filament- og stroppetape fra tesa® med en bredde på opptil 25 mm.
tesa® 6032-hånddispenseren brukes til forsegling av forsendelsesesker med L-forsegling, bunting av stav- og ringformede
produkter samt sikring av paller. Det spesielle bladet er designet for å skjære over filamentforsterket emballasjetape fra
tesa® Dispenseren er velegnet til enkeltsidig tape. Når stroppetape fra tesa® brukes til sikring av paller, skal tapen presses
ned mot underlaget for å sikre at tapen har den nødvendige spenningen når den rulles ut.

Funksjoner
The tesa® 6032 hand dispenser is a simple device that takes tesa® filament and strapping tapes up to 25 mm width. The
tesa® 6032 hand dispenser is used for sealing shipping cartons with L-seals, bundling rod and ring-shaped products, and
for securing pallets. The special blade is designed to cut tesa® filament reinforced packaging tapes.

Applikasjon
• Den manuelle tesa® 6032-dispenseren er ideell til applikasjoner som f.eks. montering under transport
• Brukes ofte til forsegling av forsendelsesesker, bunting og montering

Egenskaper / ytelsesverdier
• Anvendelse Transportsikring
• Core diameter 3
• Innstillinger Manuell

• Max. rulldiameter 150 mm
• Roll width max 25 mm
• Vekt 335 g

Disclaimer

tesa® products prove their impressive quality day in, day out in demanding conditions and are
regularly subjected to strict controls. All information and recommendations are provided to the best of our
knowledge on the basis of our practical experience. Nevertheless tesa SE can make no warranties, express or
implied, including, but not limited to any implied warranty of merchantability or fitness for a particular
purpose. Therefore, the user is responsible for determining whether the tesa® product is fit for a
particular purpose and suitable for the user’s method of application. If you are in any doubt, our technical
support staff will be glad to support you.
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For latest information on this product please visit http://l.tesa.com/?ip=06032

http://l.tesa.com/?ip=06032

