tesa® 4970

Produktové Informacie

Obojstranna pdska s foliovym nosi¢om a vysokou lepivostou

Popis produktu

tesa® 4970 je silna biela obojstranna samolepiaca pdska s nosicom z PVC a lepidla na béaze akrylatu.

tesa® 4970 ma tieto hlavné vyhody:

- Vynikajuca kombindcia vysokej a okamzitej lepivosti

« Vysoka hmotnost lepiacej vrstvy pre dobru lepivost na hrubych alebo prasnych povrchoch
« Vhodna pre dlhodobé aplikacie

Charakteristika

- High adhesion and very good bonding strength, often also on low surface energy surfaces
- Immediate functionality of the laminated bond due to excellent initial tack

- Light- and aging-resistant acrylic adhesive for long-term applications

« Very good plasticizer resistance

Aplikacia
- Montdze plastovych a drevenych oblozeni

« Montaze ozdobnych materidlov a displejov
« Montaze znaciek a meritok

Technical Information (average values)

The values in this section should be considered representative or typical only and should not be used for specification
purposes.

Konstrukcia produktu

« Materidl nosica PVC fdlia « Celkova hrubka 225 um
« Druh lepidla okamzite prilnavy - Farba biela
akrylat

Vlastnosti / Hodnoty vykonu

. Predizenie pri pretrhnutf 20 % . Okamzitd lepivost velmi dobré
- Sila pretrhnutia 38 N/cm . Statickd pevnost v strihu pri dobré
. Odolnost proti chemikaliam dobré 23°C
« Odolnost vodi starnutiu (UV) dobré . Statickd pevnost v strihu pri stredné
« Odolnost voci vihkosti velmi dobré 40°C
. Odolnost voci zmakcéovadlam velmi dobré . Temperature resistance min. -40 °C
. Teplotna odolnost, dlhodobd 60 °C

. Teplotnd odolnost, kratkodoba 70 °C

Aktudlne informacie o tomto produkte ndjdete na http://l.tesa.com/?ip=04970

Strana 1z 2 — Datum vytvorenia 24/02/24 — sk-SK


http://l.tesa.com/?ip=04970

tesay
tesa® 4970

Produktové Informacie

Adhézia k hodnotam

- na ABS (pociato¢na) 13.4 N/cm « na PET (po 14 dnoch) 11.9 N/cm
- na ABS (po 14 dfioch) 14.4 N/cm « na PP (pociatocnd) 9.7 N/cm

« na hlinik (pociato¢nd) vnutorna 11.5 N/cm « na PP (po 14 dnoch) 10.8 N/cm
« na hlinik (po 14 dnoch) 12.6 N/cm « naPS (pociatocna) 14.7 N/cm
« na PC (pociatocna) 16.2 N/cm « naPS (po 14 dnoch) 15.2 N/cm
« na PC (po 14 dnoch) 16.9 N/cm « na PVC (pociatocna) 12.4 N/cm
- na PE (pociato¢na) 8.5 N/cm . na PVC (po 14 drioch) 16.6 N/cm
- na PE (po 14 drioch) 9.1 N/cm « na ocel (pociato¢nd) 13 N/cm

« na PET (pociato¢na) 11.5 N/cm « na ocel (po 14 dnoch) 13.6 N/cm

Dalsie informacie

K dispozicii je taktiez vo verzii s fingerliftom (rozsifeny nosic) tesa® 7149.

Vzdanie sa zodpovednosti

Vyrobky tesa® potvrdzuju svoju prvotriednu kvalitu kazdym dfiom v ndro¢nych podmienkach a su pravidelne podrobované
prisnym kontrolam. VSetky technické informacie a data o vyrobkoch vyssie uvedenych, su poskytované dla nasho najlepSieho
vedomia na zdklade nasich praktickych skisenosti. VSetky tieto informacie musia byt povazované ako priemerné hodnoty,
ktoré nemusia zodpovedat konkrétnej Specifikdcii. Preto nemoze tesa SE poskytnut ziadne zdruky, ¢i uz vyslovné alebo
predpokladané. Uzivatel je tak zodpovedny za urcenie, i je tesa® vyrobok vhodny pre kazdy konkrétny tcel alebo pre metddu
aplikdcie uzivatelom. Pokial budete mat akékolvek pochybnosti, kontaktujte, prosim, nas technicky personal, ktory Vam rad
poradi.
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