tesa® 60650

Product Information

YHiBepcanbHa antomiHieBa cTpivyka — ¢onbra 50 Mkm

Onuc npoaykry

tesa® 60650 — ue yHiBepcabHa asitoMiHiEBa CTpidka Ha OCHOBI antoMiHieBOT Gonbrn ToBLLMHOK 50 MKM (2 Mmin) Ta
NPO30POro akpuI0BOro Keto
XapakTepucTuku:

« MexaHi4Ha cTabifbHICTb Ta NIAaCTUYHICTb

« Jlerko po3MoTyEeTbCs

- [ligpxognTb 019 [OBrOTPMBAIOro 3aCTOCYBaHHSA

- Buctynae 6ap'epom onga Bonoru, rasie Ta BMnapis

. EnekTponpoBigHa Ta Tenn1onpoBigHa

« Criika 0o cTapiHHs

. 3paTHicTb BigbuBaTK TENM0 Ta CBITNO

« BorHetpuekictb BignosigHo go ctaHgapty DIN 4102, knac B1
- BorHetpuBkictb BignosigHo oo sumor crtaHgapty UL 510A

Ocob6nuBocTi
« Mechanical stable and conformable

* Easy to unwind

* Suitable for permanent applications

* Barrier against moisture, gases and vapors

* Electrically and thermally conductive

* Aging resistant

* Heat and light reflective

* Flame retardant according to DIN 4102, class B1

* Flame retardant according to the requirements in UL 510A

Mporpamu

«  MoOHTaX 3MiN0BUKIB XON0OUTbHUKIB Y BUPOOHULTBI MOBGYTOBOI TEXHIKM

« 3'egHaHHA Ta repMeTu3aLis TepMoi30nALii, BEHTUNALIMHNX KaHaniB Ta TpybonpoBoaiB
- HapaHHs mMaTepianam enekTpo- Ta TeNN0NPOBIAHOCTI

- BigbuBae TennoBe BMNPOMIHIOBaHHSA
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TexHiyHa iHpOpMaLisa (cepeaHi 3Ha4YEHHS)

3Ha4yeHHs B LbOMY PO3AiNi cnig BBaXkaTn penpeseHTaTmBHUMK abo e TMNOBMMM | HE MOBUHHI BUKOPUCTOBYBATUCS A1
uinen cneumdikauii.

Cknapg npoaykty

« Marepian ocHoBM antomiHieBa donbra « Tun navHepa Hi
« Tvn agresusy aKpuIoBuii + 3arajibHa TOBLUMHA 90 um
BnactuBocrti / LliHHOCTI npoayKTUBHOCTI
- [logoBXeHHS Npu po3puBI 6 % - Temperature resistance min. -40 °C
«  Mexa MiLyHOCTI Ha po3puB 40 N/cm - Water resistance very good
- Backing appearance (visual) reflective « Jlerko Bupangaerbca Hi
- Hand tearability very good «  Onip cTMpaHHo good
« Operation temperature from -40 °C - [ligxoouTtb ON9a BUCIKaAHHA Hi
- Operation temperature up to 160 °C
Apresis oo wiHHocTen
- Backing 0.5 N/cm - Apresia go NBX (no4atkoBa) 6 N/cm
« Agresia go ckna (movatkoBa) 9 N/cm . Apresia go ctani 9 N/cm
« Apresis go nonietmneHy 4.5 N/cm

(mouaTkoBa)
Mpumitka

tesa® products prove their impressive quality day in, day out in demanding conditions and are regularly subjected to strict
controls. All information and recommendations are provided to the best of our knowledge on the basis of our practical
experience. Nevertheless tesa SE can make no warranties, express or implied, including, but not limited to any implied
warranty of merchantability or fitness for a particular purpose. Therefore, the user is responsible for determining whether
the tesa® product is fit for a particular purpose and suitable for the user’s method of application. If you are in any doubt, our
technical support staff will be glad to support you.
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