
tesa® Cadres en aluminium COMFORT
pour portes
Information Produit

BNR 55197, 55192

Description produit
The mosquito repellent tesa® Insect Stop ALU Frames COMFORT for Doors is a self-closing and torsion-resistant frame
system with integrated insect netting.

Caractéristiques
• Easy assembly thanks to patented easy-fit corner connectors
• Extremely torsion-resistant due to aluminium corner connectors
• New clear view fabric for greatly improved transparency and optimised ventilation (compared with conventional

fibreglass fabric)
• Adjustable self-closing mechanism integrated in the hinges
• Can be trimmed to any format
• High-quality design
• Also suitable for most exterior roller shutters (16mm space necessary between door frame and shutters)

Informations techniques (valeurs moyennes)

The values in this section should be considered representative or typical only and should not be used for specification
purposes.

Conception du produit
• Type de masse adhésive aucun

Propriétés / Valeurs de performance
• Average installation time 3.3 hour(s)
• Batterie incluse non
• Champ d'application Maison, Porte
• Garantie 5 years
• Installation of products Non adhésif, perçage

requis
• Lavable non

• Matériau Aluminium
• Piles recquises non
• Retrait sans résidus non
• Réutilisable oui
• Substance dangereuse non
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Pour plus d´informations sur ce produit, visitez http://l.tesa.com/?cp=NaN

http://l.tesa.com/?cp=NaN
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Disclaimer

Tous les produits tesa® sont soumis à des contrôles rigoureux qui garantissent une qualité irréprochable. Toutes les
informations et données techniques mentionnées ci-dessus sont données de bonne foi sur la base de notre expérience. Elles
sont considérées comme des valeurs moyennes et ne conviennent pas pour une valeur précise destinée à un cahier des
charges. C'est pourquoi, tesa SE ne peut donner de garanties expresses ou implicites de qualité marchande ou d'adéquation
à un usage particulier. Il est du devoir de l'acheteur (du client) de tester l'adéquation des produits à un usage spécifique par
un test approprié. En cas de doute, notre service technique se fera un plaisir de vous venir en aide.
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