
tesa® Insect Stop FALT Foldable
Aluminum Frame For Windows,
Telescopic
Product InformationBNR 55214

Product Description
Foldable aluminum insect screen for windows

Caratteristiche
• Fast: the unique and patented tesa folding mechanism saves time during assembly
• Simple: fly screen construction for mounting without tools
• Flexible: adjustable for window dimensions from 80cm x 80cm to 140cm x 140cm
• Success guarantee due to pre-assembled aluminum frame
• Safe protection from flying insect with perfect visibility and better ventilation through Clear View Ultra net, featuring

especially thin fibres
• 5 years warranty

Technical Information (average values)

The values in this section should be considered representative or typical only and should not be used for specification
purposes.

Product Construction
• Massa adesiva none

Proprietà/Valori di prestazione
• Batterie incluse no
• Batterie richieste no
• Campo di applicazione A casa
• Garanzia 5 years
• Lavabile no

• Materiale Alluminio, PE
(Polietilene)

• Materiale pericoloso no
• Rimozione senza residui yes
• Riutilizzabile yes
• Tempo medio di installazione 1 hour(s)
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For latest information on this product please visit http://l.tesa.com/?cp=NaN
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Disclaimer

tesa® products prove their impressive quality day in, day out in demanding conditions and are regularly subjected to strict
controls. All information and recommendations are provided to the best of our knowledge on the basis of our practical
experience. Nevertheless tesa SE can make no warranties, express or implied, including, but not limited to any implied
warranty of merchantability or fitness for a particular purpose. Therefore, the user is responsible for determining whether
the tesa® product is fit for a particular purpose and suitable for the user’s method of application. If you are in any doubt, our
technical support staff will be glad to support you.
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