
tesa® 6009
Product Information

Manual bench dispenser

Product Description
The tesa® 6009 bench-dispenser is suitable for tesa® packaging tapes in 66 m and 330 m rolls as well as for masking
tapes in 50 m rolls, up to 50 mm width. The supplied screw clamp allows easy fastening to any desk, bench or drawing
board. It is possible to adjust the dispenser in various positions providing convenient handling.

Product Features
• The supplied screw clamp allows esay fastening to any desk, bench or drawing board.
• It is possible to adjust the dispenser in various positions which allows a very convinient handling.

Application Fields
The tesa® 6009 dispenser is designed for sealing light cartons and dispensing masking tape. It is also used in drawing
offices and graphic design studios. The big advantages of the tesa® 6009 dispenser are the flexibility in use, the space-
saving size and the possibility of fastening the dispenser without tools.

Properties/Performance Values
• Application purpose multifunctional
• Core diameter 3
• Max. roll diameter 210 mm

• Mode of drive manual
• Roll width max 50 mm
• Weight 340 g

Disclaimer

tesa® products prove their impressive quality day in, day out in demanding conditions and are
regularly subjected to strict controls. All information and recommendations are provided to the best of our
knowledge on the basis of our practical experience. Nevertheless tesa SE can make no warranties, express or
implied, including, but not limited to any implied warranty of merchantability or fitness for a particular
purpose. Therefore, the user is responsible for determining whether the tesa® product is fit for a
particular purpose and suitable for the user’s method of application. If you are in any doubt, our technical
support staff will be glad to support you.
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For latest information on this product please visit http://l.tesa.com/?ip=06009

http://l.tesa.com/?ip=06009

