tesa® 4299
Premium Non-Staining Tensilized Polypropylene Tape

tesa® 4299 is a specially designed tape featuring high tensile strength and a stain resistant adhesive system. It features high tack, high adhesion, and high chemical resistance. It is waterproof and non-toxic. Available Colors: Yellow, Clear.

Suitable for holding and securing applications in the appliance industry.

Main Application

- “L” and “C” clipping
- Closing, holding, and securing
- Handle reinforcement
- Holding and securing in the appliance industry

Technical Data

- **Backing material**: TPP
- **Total thickness**: 154.94 µm (6.1 mils)
- **Type of adhesive**: natural rubber
- **Adhesion to steel**: 7.5 N/cm (68.5 oz/in)
- **Elongation at break**: 35 %
- **Tensile strength**: 350 N/cm (199.9 lbs/in)

For latest information on this product please visit [http://l.tesa.com/?ip=04299](http://l.tesa.com/?ip=04299)

tesa® products prove their impressive quality day in, day out in demanding conditions and are regularly subjected to strict controls. All information and recommendations are provided to the best of our knowledge on the basis of our practical experience. Nevertheless tesa SE can make no warranties, express or implied, including, but not limited to any implied warranty of merchantability or fitness for a particular purpose. Therefore, the user is responsible for determining whether the tesa® product is fit for a particular purpose and suitable for the user’s method of application. If you are in any doubt, our technical support staff will be glad to support you.