
tesa® Insect Stop ALU Comfort For
Doors
Product Information

BNR 55197, 55192

Product Description
The mosquito repellent tesa® Insect Stop ALU Frames COMFORT for Doors is a self-closing and torsion-resistant frame
system with integrated insect netting.

Product Features
• Easy assembly thanks to patented easy-fit corner connectors
• Extremely torsion-resistant due to aluminium corner connectors
• New clear view fabric for greatly improved transparency and optimised ventilation (compared with conventional

fibreglass fabric)
• Adjustable self-closing mechanism integrated in the hinges
• Can be trimmed to any format
• High-quality design
• Also suitable for most exterior roller shutters (16mm space necessary between door frame and shutters)

Technical Information (average values)

The values in this section should be considered representative or typical only and should not be used for specification
purposes.

Product Construction
• Type of adhesive none

Properties/Performance Values
• Applicationfield Home, Door
• Average installation time 3.3 hour(s)
• Batteries included no
• Batteries required no
• Hazard material no
• Installation of products Non-adhesive, drilling

required

• Material Aluminium
• Residue-free removability no
• Reusable yes
• Warranty 5 years
• Washable no
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For latest information on this product please visit http://l.tesa.com/?cp=NaN
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Disclaimer

tesa® products prove their impressive quality day in, day out in demanding conditions and are regularly subjected to strict
controls. All information and recommendations are provided to the best of our knowledge on the basis of our practical
experience. Nevertheless tesa SE can make no warranties, express or implied, including, but not limited to any implied
warranty of merchantability or fitness for a particular purpose. Therefore, the user is responsible for determining whether
the tesa® product is fit for a particular purpose and suitable for the user’s method of application. If you are in any doubt, our
technical support staff will be glad to support you.
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