
tesa® 6032
Product Information

Dispensador manual "Strap-it"

Descripción del producto
tesa® 6032 es un dispensador manual para la aplicación de flejes adhesivos y cintas de filamentos de hasta 25mm de
ancho. El dispensador tesa® 6032 se utiliza para precintar cajas con sellados en L, agavillar y asegurar cargas en palets.
La cuchilla ha sido especialmente diseñada para poder cortar con facilidad cintas reforzadas con filamentos de fibra de
vidrio.

Características
The tesa® 6032 hand dispenser is a simple device that takes tesa® filament and strapping tapes up to 25 mm width. The
tesa® 6032 hand dispenser is used for sealing shipping cartons with L-seals, bundling rod and ring-shaped products, and
for securing pallets. The special blade is designed to cut tesa® filament reinforced packaging tapes.

Aplicación
When using tesa® strapping tapes for securing pallets, press down the brake plate to ensure the tape is unwound at the
required tension.

Propiedades / Valores de rendimiento
• Core diameter 3
• Diámetro máximo del rollo 150 mm
• Gramaje 335 g

• Modo de operación manual
• Roll width max 25 mm
• Tipo de aplicación asegurar el transporte

Disclaimer

tesa® products prove their impressive quality day in, day out in demanding conditions and are
regularly subjected to strict controls. All information and recommendations are provided to the best of our
knowledge on the basis of our practical experience. Nevertheless tesa SE can make no warranties, express or
implied, including, but not limited to any implied warranty of merchantability or fitness for a particular
purpose. Therefore, the user is responsible for determining whether the tesa® product is fit for a
particular purpose and suitable for the user’s method of application. If you are in any doubt, our technical
support staff will be glad to support you.
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For latest information on this product please visit http://l.tesa.com/?ip=06032
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