
tesapack® 6300
Hand Dispenser Economy
Product Information

"BASICO" Dispensador de cintas de embalaje

Descripción del producto
El tesa ® 6300 es un dispensador manual "BÁSICO" para el precintado de cajas que puede ser usado con todo tipo de
cintas de embalaje tesa ® de hasta 50mm de ancho.
La tensión de la cinta es ajustable manualmente con freno, ubicado en el centro del soporte del mandril. La cuchilla de
corte está protegida con una tapa para prevenir heridas cuando no se está usando.

Características
• The dispenser has a tension control so that even easy unwinding tesa® tapes can be used without difficulty.
• The blade is covered with a top to prevent injuries.

Aplicación
Place the dispenser on the carton and pull it towards yourself. The contact roller presses the tape down firmly as it is
applied from the roll. The tape is cut by the serrated blade by tilting the dispenser. The cut end of the tape is pressed to
the carton by the flexible application plate. Threading: The tesa® roll is put on the tape wheel such that the adhesive side
of the tape faces the handle. Pull the end of the tape between the tape guide roller and the metal plate until the tape is
free of wrinkles.

Propiedades / Valores de rendimiento
• Adhesión _NULL
• Baterias incluidas no
• Campo de aplicación En casa, Oficina
• Desbobinado sin ruido _NULL
• Diámetro máximo de mandril 3
• Escribible no
• Hoja dentada no
• Longitud máxima del rollo 66 m
• Material Metal

• Resistente al desgarro _NULL
• Reutilizable si
• Roll width max 55 mm
• Se requieren baterías no
• Servicio de repuestos no
• Sin disolventes si
• Superficies adecuadas _NULL
• Tension control si
• Transparencia _NULL

Additional Information
• Tensión de la cinta ajustable manualmente con freno
• Tapa para protección de cuchilla durante el uso
• Vacío
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For latest information on this product please visit http://l.tesa.com/?ip=06300
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Disclaimer

tesa® products prove their impressive quality day in, day out in demanding conditions and are
regularly subjected to strict controls. All information and recommendations are provided to the best of our
knowledge on the basis of our practical experience. Nevertheless tesa SE can make no warranties, express or
implied, including, but not limited to any implied warranty of merchantability or fitness for a particular
purpose. Therefore, the user is responsible for determining whether the tesa® product is fit for a
particular purpose and suitable for the user’s method of application. If you are in any doubt, our technical
support staff will be glad to support you.
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