
tesa® 7476
Product Information

Test tape for karakterisering av silikon belegg

Produktbeskrivelse
tesa® 7475 og 7476 er spesielt designet til analyse av silikonelinere.
En typisk testmetode er FINAT 10 og FINAT 11. For at få en fyllestgjørende analyse av slippeegenskaperne anbefales det
å anvende begge tapene. tesa® 7475 har et klebestoff av modifiserte akryl, som kan registrere interaksjonen mellom et
silikon- og et akrylklebestoff, og tesa® 7476 har et gummiklebestoff til karakterisering av interaksjonen mellom et silikon-
og et gummiklebestoff.

Funksjoner
tesa® 7476 has been successfully deployed for many years when it comes to assessing the release properties of silicone
coatings (Finat 10 or similar).
For a comprehensive characterization of release properties it is recommended to use both tesa® 7475 (acrylic adhesive)
and tesa® 7476 (natural rubber adhesive).
It is recommended to store tesa® 7476 at 23 °C and 50 % relative humidity.

Applikasjon
test-tape for prøving av egenskaper til silikonbelegg

Technical Information (average values)

The values in this section should be considered representative or typical only and should not be
used for specification purposes.

Produktinnhold
• Bæremateriale Tekstil (Bomull)
• Klebetype Naturgummi

• Type liner Pergamyn

Egenskaper / ytelsesverdier
• Holdbarhetstid 12 months
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For latest information on this product please visit http://l.tesa.com/?ip=07476
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Disclaimer

tesa® products prove their impressive quality day in, day out in demanding conditions and are
regularly subjected to strict controls. All information and recommendations are provided to the best of our
knowledge on the basis of our practical experience. Nevertheless tesa SE can make no warranties, express or
implied, including, but not limited to any implied warranty of merchantability or fitness for a particular
purpose. Therefore, the user is responsible for determining whether the tesa® product is fit for a
particular purpose and suitable for the user’s method of application. If you are in any doubt, our technical
support staff will be glad to support you.
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