
tesa® 4657
Product Information

Temperaturbestandig Akrylbelagt Lerretstape

Produktbeskrivelse
tesa® 4657 er en akrylbelagt lerretstape av høy kvalitet. Den er basert på et vevd bomullslerret med en vevstetthet på
145 og en termoherdende naturgummikleber. Akryllerretstapen er formbar og har en høy bestandighet overfor maling,
løsemidler og slitasje. I tillegg er den vanntett. Tapens høye bruddstyrke, punkteringsbestandigheten og klebeevnen på
alle former for underlag fungerer selv ved forhøyede temperaturer. Akrylbelegget er svært aldringsbestandig, noe som
gjør tapen velegnet til permanente anvendelser.
tesa® 4657 er en svært elastisk lerretstape som benyttes til midlertidig og permanent maskering av hull i bilindustrien og
i forbindelse med industrielle maleprosesser. Håndtering og bruk er enkelt, ettersom tapen lett kan rives for hånd. Tapen
kan rives av med rette kanter langs det mangetrådede vevde lerretet. Restfri erning er mulig, selv etter at tapen har vært
utsatt for høye temperaturer. Tapen er velegnet til utstansinger; Den fås også i en versjon med lett avrulning (PV1) og på
dekkpapir (PV9).

Sustainable Aspects
• 76% bio-based content in total product excluding liner (by weight)

For more information: https://www.tesa.com/product-sustainability

Funksjoner
• The tape’s high tensile strength, the puncture resistance and the adhesiveness to all kinds of substrates perform well

even under elevated temperature.
• The acrylic cloth tape is conformable and features a high resistance to paints, solvents, abrasion, and is waterproof.
• The acrylic coating is highly age-stable, making it very suitable for permanent applications.
• tesa® 4657 is a very resilient cloth tape used for temporary and permanent hole covering in automobile production

lines and masking during industrial painting processes.
• Handling and application is easy due to hand-tearability.
• The tape can be torn in straight edges along the high mesh woven fabric.
• Residue-free removal is possible, even after high-temperature exposure.

Applikasjon
• Forskjellige former for varmebestandig maskering i forbindelse med fremstilling av kjøretøy og maskiner, f.eks.

vinduskarmer, hullmaskering og pulverlakkering, det er til og med mulig med gjentatt ovntørking
• Dekking av skruehull og borehull i forbindelse med drenering
• Festing av flate kabler – f.eks. på taklister, dørpaneler, speil
• Skjøting i rull-til-rull-produksjon
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For latest information on this product please visit http://l.tesa.com/?ip=04657
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Technical Information (average values)

The values in this section should be considered representative or typical only and should not be used for specification
purposes.

Produktinnhold
• Bæremateriale Akrylbelagt tekstil
• Klebetype Naturgummi (Thermo

satt)
• Type liner Papir
• Total sustainable product excl.

liners by weight (acc. EN 16785)
76 %

• Total tykkelse 290 µm
• Linerfarge Gul
• Linertykkelse 76 µm

Egenskaper / ytelsesverdier
• Bruddforlengelse 7.5 %
• Bruddstyrke 105 N/cm
• Egnet til utstansing Ja
• Hand tearability very good
• Kan skrives på Ja
• Lett å erne Ja
• Rette avrivningskanter very good

• Slippkraft for dekkpapir 0.3 N/cm
• Slitstyrkebestandighet very good
• Temperaturbestandighet (30

min)
180 °C

• Temperaturbestandighet
(avtagbarhet fra aluminium etter
30 minutters eksponering)

180 °C

• Vevstetthet 145 threads/inch²
• Water resistance good

Klebekraft
• Klebeevne på Stål 4.6 N/cm

Additional Information
• Complies with LV 312-1 Dialectric strength.
• PV0: Standard version heavy unwinding, fine paintability
• PV1: Easy unwinding of roll, moderate paintability
• PV9: Same as PV0 , comes with a yellow paper liner (76 µm, single-sided siliconsized)
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Disclaimer

tesa® products prove their impressive quality day in, day out in demanding conditions and are regularly subjected to strict
controls. All information and recommendations are provided to the best of our knowledge on the basis of our practical
experience. Nevertheless tesa SE can make no warranties, express or implied, including, but not limited to any implied
warranty of merchantability or fitness for a particular purpose. Therefore, the user is responsible for determining whether
the tesa® product is fit for a particular purpose and suitable for the user’s method of application. If you are in any doubt, our
technical support staff will be glad to support you.

Disclaimer

tesa® products prove their impressive quality day in, day out in demanding conditions and are regularly subjected to strict
controls. All information and recommendations are provided to the best of our knowledge on the basis of our practical
experience. Nevertheless tesa SE can make no warranties, express or implied, including, but not limited to any implied
warranty of merchantability or fitness for a particular purpose. Therefore, the user is responsible for determining whether
the tesa® product is fit for a particular purpose and suitable for the user’s method of application. If you are in any doubt, our
technical support staff will be glad to support you.
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