
tesa® 4611
Product Information

Tunelltape

Produktbeskrivelse
tesa® 4611 er en sterk, akrylbelagt tekstiltape med en nøtralisert ikke-klebende stripe midt på den klebende side. Tapen
består av et bæremateriale av rayontekstil med en vevstetthet på 120 og en naturgummikleber.
tesa® 4611 er en fremragende løsning til anvendelse innenfor "Teater & Underholdning".

Egenskaper:
• høy klebekraft, selv på ru overflater
• fremragende elastisk styrke
• fleksibel
• ernes lett uten å etterlate kleberester
• ingen ubehagelig lukt
• meget matt overflate
• kan ernes fra stort sett alle overflater uten å etterlate kleberester
• fås i sort

Fordelen ved denne tape i forhold til andre taper er, at den gir mulighet for å trekke kabler, snor eller ledninger, selv etter
at tapen er festet til overflaten.

Funksjoner
• High adhesion even on rough surfaces
• Excellent tensile strength
• Conformable
• Easy to remove without residues
• No unpleasant smell
• Very matt surface
• Can be removed without leaving any residues from almost any surface
• The advantage of this tape vs. other tape solutions is the possibility to pull cables, cords or wires, even after fixing them

on the surface.

Applikasjon
• For kabelfeste på scener, i området bak scenen i teater, opera, konserthus, messer og konferanser
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For latest information on this product please visit http://l.tesa.com/?ip=04611

http://l.tesa.com/?ip=04611


tesa® 4611
Product Information

Technical Information (average values)

The values in this section should be considered representative or typical only and should not be used for specification
purposes.

Produktinnhold
• Bæremateriale Akrylbelagt tekstil
• Klebetype Naturgummi

• Total tykkelse 280 µm
• Tapetykkelse 280 µm

Egenskaper / ytelsesverdier
• Bruddforlengelse 9 %
• Bruddstyrke 70 N/cm
• Backing appearance (visual) neutral
• Driftstemperatur opp til 60 °C
• Egnet til ru overflater Ja
• Hand tearability very good
• Kan skrives på Ja

• Lett å erne Ja
• Rette avrivningskanter very good
• Slitstyrkebestandighet very good
• Temperaturbestandighet (30

min)
140 °C

• Temperaturbestandighet
(avtagbarhet fra aluminium etter
30 minutters eksponering)

140 °C

• Vevstetthet 120 count per square
inch

• Water resistance good

Klebekraft
• Klebeevne på Stål 3.8 N/cm

Additional Information
Anbefaling: Foreta en test på bruksområdet før bruk av dette produktet.

Disclaimer

tesa® products prove their impressive quality day in, day out in demanding conditions and are regularly subjected to strict
controls. All information and recommendations are provided to the best of our knowledge on the basis of our practical
experience. Nevertheless tesa SE can make no warranties, express or implied, including, but not limited to any implied
warranty of merchantability or fitness for a particular purpose. Therefore, the user is responsible for determining whether
the tesa® product is fit for a particular purpose and suitable for the user’s method of application. If you are in any doubt, our
technical support staff will be glad to support you.

Disclaimer

tesa® products prove their impressive quality day in, day out in demanding conditions and are regularly subjected to strict
controls. All information and recommendations are provided to the best of our knowledge on the basis of our practical
experience. Nevertheless tesa SE can make no warranties, express or implied, including, but not limited to any implied
warranty of merchantability or fitness for a particular purpose. Therefore, the user is responsible for determining whether
the tesa® product is fit for a particular purpose and suitable for the user’s method of application. If you are in any doubt, our
technical support staff will be glad to support you.

Pa
ge

 2
 o

f 2
 –

 a
s 

of
 2

4/
02

/2
4 

– 
nb

-N
O

For latest information on this product please visit http://l.tesa.com/?ip=04611

http://l.tesa.com/?ip=04611

