
tesa® Insect Stop Premium Aluminium
Lamella Door, Telescopic
Product Information

BNR 55298

Produktbeskrivelse
Insect protection can be beautiful and smart - and so easy. Thanks to the extendable aluminum profile and the strong
premium hook-and-loop tape, it can be installed without any drilling, sawing or clamping. Innovative extra: sliding slats
made of fiberglass and noise-damping plug-in weights provide reliable and seamless protection.

Funksjoner
• Tiltalende design og smarte funksjoner: Insektgardin med bevegelige lameller og innovative vekter som settes på – gir

fullstendig beskyttelse på balkong- og terrassedører
• Stabil konstruksjon sikrer insektsbeskyttelse av høy kvalitet: Teleskopskinne i aluminium, glassfiberlameller og

støyreduserende vekter
• Praktisk teleskopfunksjon i stedet for upraktisk saging: Uttrekkbar slik at dimensjonene kan justeres individuelt for

dørbredder på 0,60 m – 0,95 m og for dørhøyder opp til 2,20 m
• Selvklebende premium tape gjør den enkel å installere: Sikrer enkel og rask fiksering uten boring og verktøy
• Ideell for utleieleiligheter: Etterlater ingen borehull
• Ingen manuell åpning og lukking: Ideell for barnefamilier, samt for dem som har kjæledyr
• Justerbar gardin: Vindusbeskyttelsen kan utvides til ønsket bredde og leveres med ekstra gardiner
• Enkel å installere for alle: Fest skinnen i den bredden du ønsker – fest lamellene og juster dem jevnt – fest det hele

til dørkarmen med selvklebende tape, og sett vektene på i ønsket høyde * Viktig: Passer for sjalusier med minst 2 cm
avstand til karmen

• Avtakbar uten å etterlate spor: Den førsteklasses selvklebende tapen kan ernes fra aluminium, PVC og tilstrekkelig
sterke trerammer uten å etterlate noen merker

• Lett å erne, når du måtte ønske det: Takket være den selvklebende borrelåstapen kan lamelldøren enkelt ernes når
som helst

• Miljøvennlig: Emballasjen er plastfri og kan resirkuleres som papiravfall
• tesa's fluenett har 5 års garanti

Applikasjon
• Enkel å installere for alle: Fest skinnen i den bredden du ønsker – fest lamellene og juster dem jevnt – fest det hele til

dørkarmen med selvklebende tape og sett på vektene i den høyden du ønsker

Technical Information (average values)

The values in this section should be considered representative or typical only and should not be used for specification
purposes.

Produktinnhold
• Klebetype Akryl
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For latest information on this product please visit http://l.tesa.com/?cp=NaN

http://l.tesa.com/?cp=NaN


tesa® Insect Stop Premium Aluminium
Lamella Door, Telescopic
Product Information

Egenskaper / ytelsesverdier
• Average installation time 0.3 hour(s)
• Bruksområde Hjemme
• Fjernes uten kleberester Ja
• Installation of products Via selvklebende

tape / strips / flytende
anvendelse

• Kan brukes om igjen Ja
• Materiale Aluminium
• Vevstetthet 6.3 threads/cm

Disclaimer

tesa® products prove their impressive quality day in, day out in demanding conditions and are regularly subjected to strict
controls. All information and recommendations are provided to the best of our knowledge on the basis of our practical
experience. Nevertheless tesa SE can make no warranties, express or implied, including, but not limited to any implied
warranty of merchantability or fitness for a particular purpose. Therefore, the user is responsible for determining whether
the tesa® product is fit for a particular purpose and suitable for the user’s method of application. If you are in any doubt, our
technical support staff will be glad to support you.

Disclaimer

tesa® products prove their impressive quality day in, day out in demanding conditions and are regularly subjected to strict
controls. All information and recommendations are provided to the best of our knowledge on the basis of our practical
experience. Nevertheless tesa SE can make no warranties, express or implied, including, but not limited to any implied
warranty of merchantability or fitness for a particular purpose. Therefore, the user is responsible for determining whether
the tesa® product is fit for a particular purpose and suitable for the user’s method of application. If you are in any doubt, our
technical support staff will be glad to support you.
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