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1500 µm double-sided acrylic foam tape

Product Description

tesa® ACXplus 704x series is a high-performance acrylic core tape offering two color options to blend in with the bonded
substrates. It is a high-performance acrylic core tape for permanent indoor mounting applications.

Caractéristiques
• Available in gray and white color
• The color options adapt very well to metal and plastic surfaces to avoid reflections

Application
Exemplary mounting applications in different industries (e.g. extruder, appliances, interior fit-out, signage) include:
• Furniture mounting
• Touchpanel bonding (e.g. washing machines)
• Flush Design (glass-to-metal)

Informations techniques (valeurs moyennes)

Les valeurs dans cette section doivent être considérées comme représentatives ou
standards uniquement et ne doivent pas être utilisées à des fins spécifiques.

Product Construction
• Support filled acrylic
• Type de masse adhésive acrylique pure

• Epaisseur totale 1500 µm

Adhésion aux valeurs
• Pouvoir adhésif sur Acier ( après

3 jours)
22 N/cm

Infos complémentaires
For more technical data please click on the following link to open our technical information sheet:

https://www.tesa.com/ACXplus/TI-sheet

The product is recommended for indoor usage. For permanent outdoor applications with load-bearing requirements, our
product offer is tesa® ACXplus 707x series. To ensure the highest performance possible, our aim is to fully understand the
application (including the substrates involved) to provide the best product recommendation.

Liner options:
• PV26: White paper liner – unbranded
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Infos complémentaires
• PV28: Blue film liner - unbranded
• PV48: White film liner - branded

Disclaimer

Tous les produits tesa® sont soumis à des contrôles rigoureux qui garantissent
une qualité irréprochable. Toutes les informations et données techniques mentionnées ci-dessus sont données
de bonne foi sur la base de notre expérience. Elles sont considérées comme des valeurs moyennes et ne
conviennent pas pour une valeur précise destinée à un cahier des charges. C'est pourquoi, tesa SE ne peut
donner de garanties expresses ou implicites de qualité marchande ou d'adéquation à un usage particulier. Il
est du devoir de l'acheteur (du client) de tester l'adéquation des produits à un usage spécifique par un
test approprié. En cas de doute, notre service technique se fera un plaisir de vous venir en aide.
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