
Reliable Quality for a Most Delicate Substrate

ADHESIVE SOLUTIONS
SKIN CONTACT



Skin-friendly adhesive technology is special in many 
ways. Since it is a living organ, “skin” is a demanding 
and delicate area to adhere to. Even more so when 
it comes to weakened, delicate skin due to medical 
conditions or the age of a person. Furthermore due 
to the fact that skin properties can vary throughout 
the wearing period of a medical device, e.g. during 
work-outs or simply due to the natural epidermis 
renewal process over time. 

When adhering to skin, products need to be 
breathable yet water-resistant, repositionable and 
gentle, yet reliable and strong-enough to ensure 
long-term use on a variety of medical devices with 
different shapes, weights, and wear duration.

Sample Applications

Continuous Glucose  
Monitoring (CGM) and 
insulin patch pumps

Activity-related monitoring, 
e.g. heart, breathing, 
or oxygen rates

Other wearable sensors,  
e.g. temperature, perspiration, 
or overall patient monitoring 

All our products and processes are subject to strictest quality controls – production according to MDR 
(Medical Device Regulation), Clean Room, and ISO 13485 operating standards, as well as ISO 10993 
biocompatibility testing are just some examples of how we form the basis of our superior quality 
standards.

In our international Research & Development facilities, we continuously strive to identify the best 
solutions and think beyond existing standards. The world of medical devices is constantly evolving –  
contact us with your requirements and together we will provide peace of mind to users.

When it comes to skin adhesive technology for medical devices 
and health care industries, nothing is more important than reliability, 
experience, and trust. 

Under the roof of our mother company Beiersdorf, we are able 
to combine the experience of two well-established brands: 
Hansaplast® and tesa®. Together we provide over 125 years of 
experience in skin care, wound care, and high-end adhesive 
technology. So while the end user of a medical device relies on 
you, you can rely on us. Chose from our existing assortment of 
self-adhesive products or contact us to develop new solutions 
cooperatively.

tesa® products prove their impressive quality day in, day out in demanding conditions and are regularly subjected to strict controls. All technical information and data above mentioned are provided 
to the best of our knowledge on the basis of our practical experience. They shall be considered as average values and are not appropriate for a specification. Therefore tesa SE can make no warranties, 
express or implied, including, but not limited to any implied warranty of merchantability or fitness for a particular purpose. The user is responsible for determining whether the tesa® product is fit for a 
particular purpose and suitable for the user’s method of application. If you are in any doubt, our technical support staff will be glad to support you.

* All products are available in unsterilized form only    ** Double-sided product    *** Equipped with additional 40 µm PE carrier

The properties mentioned are intended for comparative purposes only. The listed properties may be influenced by different sterilization methods. It is the customer’s responsibility to 
determine the appropriate sterilization method for each product with respective to their specific application. The final product selection for the intended application including any necessary 
safety or toxicity assessments is the responsibility of the respective customer.

Product* Backing Adhesive Color Total thickness  
[µm]

Breathability
[g/(m²·24h)]

Adhesion level 
on PE [N/cm] Tape design Sample

Strong and Reliable

tesa® 62540** PET-film Acrylic Transparent 100 25 3.3

tesa® 62541 Elastic fabric

Synthetic 
rubber

Tan 380 6185 8.5

tesa® 62542 Fabric Tan 325 6205 7.7

tesa® 62543 PE-film*** Transparent 145 10 7.5

Water Resistant

tesa® 62544 Coated fabric

Modified 
acrylic

Tan 475 600 2.5

tesa® 62545 Elastic fabric Tan 330 580 2.5

tesa® 62546 PU-film*** Transparent 85 565 2.3

tesa® 62550 PU-film*** Transparent 65 870 2.2

Sensitive

tesa® 62555
PE-film with 
laminated 

non-woven

Acrylic

Tan 175 25 2.5

tesa® 62556 Embossed 
non-woven White 255 1495 1.0

tesa® 62557 Fabric White glossy 155 970 1.9

tesa® 62558 Fabric Tan glossy 185 810 2.7

tesa® 62559 Non-woven White 115 930 1.8

tesa® 62563 Non-woven Tan 165 1150 1.6

Perfect Combination of Raw Materials & Production Know-HowRELIABILITY IN ADHESIVES  
WHEN IT MATTERS MOST

http://l.tesa.com/?ip=62540
http://l.tesa.com/?ip=62541
http://l.tesa.com/?ip=62542
http://l.tesa.com/?ip=62543
http://l.tesa.com/?ip=62544
http://l.tesa.com/?ip=62545
http://l.tesa.com/?ip=62546
http://l.tesa.com/?ip=62550
http://l.tesa.com/?ip=62555
http://l.tesa.com/?ip=62556
http://l.tesa.com/?ip=62557
http://l.tesa.com/?ip=62558
http://l.tesa.com/?ip=62559
http://l.tesa.com/?ip=62563


Our management system is certified according to the 
standards ISO 9001, ISO/TS 16949, and ISO 14001. 
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tesa.com

tesa SE
Phone: +49 40 88899 0
tesa.com/company/locations

http://www.tesa.com/about-tesa/certifications-safety-information/certifications
https://www.tesa.com/en/about-tesa/locations-subsidiaries
www.tesa.com

