
tesa® 60412
Recycled PET packaging tape

tesa® 60400
Bio & Strong8

2

7 tesa® 60013
Self-adhesive reinforced paper tape

Adhesion*
Tensile strength

70% PCR PET in backing

Up to 30 kg

Up to 25 kg
Adhesion*
Tensile strength

Up to 30 kg Measured on steel
We source all our paper from well-managed 
forests and other controlled sources.

Hand tearibility

Hand tearibility

tesa® 60408
Bio-based paper packaging tape1

92% Bio-based carbon 
content (DIN CERTCO)

Up to 20 kg

Hand tearibility

tesa® 4713
Standard paper packaging tape3

Adhesion*
Tensile strength

Up to 10 kg

Backing responsibly 
sourced**

Hand tearibility

98% bio-based carbon 
content (DIN CERTCO)

Adhesion*
Tensile strength Hand tearibility

tesa® 4313 PV10
Premium paper packaging tape4

Up to 15 kg

Backing responsibly 
sourced**

Hand tearibility
Adhesion*
Tensile strength

tesa® 4513
Superior paper packaging tape5

Adhesion*
Tensile strength

Up to 15 kg

Backing responsibly 
sourced**

Hand tearibility

tesa® 4313 PV12
Premium paper packaging tape6

Adhesion*
Tensile strength

Up to 20 kg

Backing responsibly 
sourced**

Hand tearibility

Adhesion*
Tensile strength

*
**

Up to 15 kg 
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Up to 25 kg  
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er recycled (PCR) content 

           Bio-based

All 
th
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e 

pr
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ucts have a recycled paper core
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Filmic

Packaging
tapes

All of these products are recycling-friendly according to IN
GEDE M

ethod 12 
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GEDE Method 12                 
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