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Technical Information (average values)

The values in this section should be considered representative or typical only and should not be used for specification

purposes.

Product Construction

* Type of liner glassine » Total thickness
* Weight of liner 80 g/m? + Color

» Backing material PE foam » Thickness of liner
« Type of adhesive Tackified Acrylic,

avA3aA, advanced
acrylic, modified
acrylic

dusuvayaangatnadnunannunil ngouitdausun http:/l.tesa.com/?ip=04952

1150 pm
Fu12
70 ym

Wit 1910 2 — e 11/11/23 — th-TH


http://l.tesa.com/?ip=04952

tesa® 4952

UDUAN ANNUN

AUENLR / Uszansninaavduan

« Elongation at break 200 % + Static shear resistance at 23°C
* Tensile strength 10 N/cm - Static shear resistance at 40°C @
» Ageing resistance (UV) A « Tack f
» Chemical resistance A . msmuoﬁaamwaﬁ‘swmmqﬂ 80 °C
* Humidity resistance finn . msmuﬁiaamﬂaﬁizusnmﬁu 80 °C
» Softener resistance Nay, A
ANTSEiALNNE
* Adhesion to ABS (initial) 5 N/cm » Adhesion to PET (after 14 7 N/cm
* Adhesion to ABS (after 14 8 N/cm days)
days) » Adhesion to PP (initial) 2.8 N/cm
» Adhesion to Aluminium (initial) 5 N/cm * Adhesion to PP (after 14 days) 5.5 N/cm
* Adhesion to Aluminium (after 8 N/cm * Adhesion to PS (initial) 5 N/cm
14 days) + Adhesion to PS (after 14 days) 7.5 N/cm
» Adhesion to PC (initial) 5 N/cm » Adhesion to PVC (initial) 5 N/cm
* Adhesion to PC (after 14 days) 8 N/cm » Adhesion to PVC (after 14 8 N/cm
» Adhesion to PE (initial) 2.7 N/cm days)
* Adhesion to PE (after 14 days) 2.8 N/cm » Adhesion to Steel (initial) 6.5 N/cm
* Adhesion to PET (initial) 5 N/cm + Adhesion to Steel (after 14 8 N/cm
days)
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- Msfianixiud: udnaauunuwman, axgiiluy, ABS, PC, PS, PET, PVC
- 1avann 14 M udnurauninuindn, azaiivilay, ABS, PC, PS, PET, PVC
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