50560
PV1 :

Uriin Bilgisi

Temporary protection tape for exterior plastic components

Product Description

tesa® Bumperfilm 50560PV1 is the best protection solution mainly for painted but also for unpainted plastic components.
Applied after the manufacturing process, tesa® Bumperfilm 50560PV1 provides reliable protection for plastic surfaces
susceptible to damage.

Due to the good UV-resistance and perfect paint compatibility tesa® Bumperfilm 50560PV1 is the most reliable way to
protect painted plastic components during the transportation process.

Ozellikler

- Reliable protection

« Secure adhesion during transport

« Cost savings as polishing or repair after demasking is eliminated

« Protection during outdoor storage up to 12 months

- Easy to apply and remove

- Easy disposal - both the film and the adhesive system are environmentally friendly

Uygulama Alanlari

your translation
Teknik Bilgiler (Ortalama Degerler)
Bu bolumdeki degerler sadece temsili olarak degerlendirilmeli ve sartname amaciyla kullaniimamalidir.

Product Construction

« Taslyicl malzeme polyolefinic film « Toplam kalinhk 52 pm
« Yapiskan turu PIB

Ozellikler / Performans Degerleri

« Kopma anindaki uzama 450 % « Kalip kesimi icin uygun evet
. Cekme direnci 22 N/cm « Kimyasallara karsi direng cok iyi
« Cikarmasi kolay evet « UV-direnci 52 weeks

Degerlere baglihk
« Celige 2 N/ecm
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Sorumluluk Disi

tesa® Urlnleri, stirekli zorlu kosullar altinda bile ylksek bir kaliteye sahip olduklarini ispatlamislar ve diizenli olarak yapilan
kontrollere tabi tutulmaktadirlar. Sunulmus olan butun bilgi ve tavsiyeler, uygulamalarda edinmis oldugumuz en iyi bilgi ve
deneyimlerimizin temeline dayanmaktadir. tesa SE, buna karsin zimni genel kalite garantisi veya belirli bir amaca uygunluk
da dahil fakat bunlarla sinirli olmamak tizere acik veya dolayl hicbir garanti vermemektedir. Bu nedenle, tesa® uriintin belirli
bir amaca uygun olup olmadiginin ve kullanicinin tercih ettigi uygulama yéntemine uygun olup olmadiginin tespiti kullanicinin
sorumlulugundadir. Herhangi bir sipheye diisecek olursaniz teknik destek ekibimiz size yardimci olmaktan zevk duyacaktir.
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