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Parmanent Paint Protection Die-Cuts

Product Description
tesa® 54994 are customized die-cut solutions based on material of tesa® 52994

tesa® 52994 is a single sided transparent protection film with a clear gloss aliphatic polyurethan backing, a permanent
acrylic adhesive and a polyester liner.

We are specialized in customizing the shapes and sizes of our products according to individual specifications and
customer preferences.

Đặc trưng
• Highly transparent product design
• Perfect optical clarity makes the film virtually invisible when applied to painted surfaces
• Resistant and durable against mechanical and environmental forces
• Additional topcoat provides outstanding gloss and enhances its exterior durability
• long-term UV resistance and self-healing properties without turning yellow over the vehicle's lifetime
• Good conformability makes it ideal for curves and complex surface geometries
• Dimension stability and die-cuttablity
• Compatible with several paint and clearcoat systems
• customized die-cut solutions with visual positioning features help the workers to determine the exact position

Ứng dụng
Depending on the car design, there are certain areas that are highly vulnerable to mechanical damage, scratches and
corrosion. tesa® 54994 Permanent Paint Protection Films can be applied to protect these high impact areas of the vehicle
without changing its design features.

tesa® 54994 is applied to permanently protect sensitive surfaces against strong mechanical forces in interior and exterior
applications. It is specially designed for permanent paint protection against stone chipping, abrasion, scratches and
corrosion in automotive applications e.g.
• wheel arches
• door edges
• side skirts
• door sill trims
• trunk edges
• front and rear bumpers
• VIN labels
• ...

Due to its good conformability, it can be applied to even and slightly curved surfaces.
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Technical Information (average values)

The values in this section should be considered representative or typical only
and should not be used for specification purposes.

Cấu tạo sản phẩm
• Backing material Grid film PU
• Type of adhesive Grid acrylic
• Type of liner Grid film PET

• Độ dầy 260 µm
• Màu sắc trong suốt

Thuộc tính / Giá trị hiệu suất
• Độ giãn dài tới đứt 340 %
• Kháng hóa chất rất tốt

• Khả năng chịu nhiệt (30 phút) 90 °C

Thông tin thêm
tesa® 54994 is available in different thicknesses
• tesa® 54994 PV5 - 187 µm
• tesa® 54994 PV0 - 260 µm
• tesa® 54994 PV3 - 360 µm

For more details, please refer to product information of tesa® 52994 PV0, PV3 and PV5.

Disclaimer

sản phẩm của tesa@ được cải tiến chất lượng theo yêu cầu và được quản lý chặt
chẽ từ giai đoạn sản xuất.Tất cả các thông tin và tư vấn sản phẩm được cung cấp dựa trên kinh nghiệm thực
tiễn và kiến thức của chúng tôi. Tuy nhiên, tesa SE không thể đảm bảo hay quy định một cách rõ ràng hoặc ngụ
ý, có bao gồm nhưng không giới hạn cho mục đích sử dụng cụ thể. Do đó, người tiêu dùng nên nhận định sản
phẩm tesa đang sử dụng có phù hợp cho mục đích sử dụng mà khách hàng đang nhắm tới hay không, có phù hợp với
phương pháp mà khách hàng sử dụng hay không.Nếu có bất kỳ sự nghi ngờ nào, đội ngũ kỹ thuật của chúng tôi
rất vui lòng để tư vấn cho quý khách
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